
AVOCENT® AV100 SERIES  
ラックマウント&デスクトップKVMスイッチ
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シングルユーザ小型の Avocent® 

AV100 シリーズは、ITルーム、小規
模データセンターや企業の支店等に特
化したローカルKVMスイッチです。

KVMケーブルを同梱したモデルが用
意されており、ご注文や設置作業の
簡素化が可能です。

サーバ管理のコンソリデーション

単一のコンソールから複数サーバリ
ソースのローカルアクセスと制御

複数のターゲットビデオ接続

VGAとDisplay Port両方のターゲッ
トをサポート、2048 x 1536 (DP)、
または多様な従来のインターフェース
ケーブルアダプタに対応

容易な管理

yyシンプルなオンスクリーンディスプレ
イ（OSD）により、直観的なタッチボ
タン、ホットキー操作、スキャンモードで
容易に素早くターゲット間を切り替え

yy標準の1U/0Uラックマウントある
いはデスクトップでも利用可能

yyファームウェアの更新専用の
USBポート

信頼のブランド

Avocent AV100スイッチは、　
Avocent の優れた品質と信頼性が
あり、2年間の保証が標準で付属し
ます。

機能と利点

Vertiv社の Avocent AV100シリーズ
スイッチは、費用対効果の高いソリュー
ションを提供し、サーバーリソースへのアク
セスと制御を強化し、問題解決の時間と
運用効率を向上させます。

このシングルユーザーKVMスイッチ
は、4ポート、8ポート、および16
ポートのモデルが提供されており、
ユーザーへの簡単な操作を提供
し、サーバールームのスペースを節
約し、煩雑なケーブル配線を解消
します。

"クラス最高レベル" の小中規模のサーバルームに最適なコンパクトで
エントリ―レベルの KVMスイッチ

予期しないサービス中断は、サーバールームの規模や役割に関係なく、ビジネスに
悪影響を及ぼす可能性があります。

AV100 ファミリ前面

AV100 ファミリ背面
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AVOCENT® AV100 SERIES ラックマウント&デスクトップKVMスイッチ

AV104 AV108 AV116

物理タイプ 1U, 0U, or Desktop 1U, 0U, or Desktop 1U, 0U, or Desktop

寸法
Height: 1.72 inches (4.37cm) 
Width: 17 inches (43.2cm) 
Depth: 4.75 inches (12.07cm)

Height: 1.72 inches (4.37cm) 
Width: 17 inches (43.2cm) 
Depth: 4.75 inches (12.07cm)

Height: 1.72 inches (4.37cm) 
Width: 17 inches (43.2cm) 
Depth: 4.75 inches (12.07cm)

重量 3.4 lbs 3.6 lbs 4.2 lbs

デバイスコネクタ • 4 ports for server targets
• 4 USB Ports
• VGA monitor local connection

• 8 ports for server targets
• 4 USB Ports
• VGA monitor local connection

• 16 ports for server targets
• 4 USB Ports
• VGA monitor local connection

ローカルアクセス 1 local user 1 local user 1 local user

機能
• KVM access
• Push Button switching
• Keystroke Switching
• Cascade support

• KVM access
• Push Button switching
• Keystroke Switching
• OSD
• Cascade support

• KVM access
• Push Button switching
• Keystroke Switching
• OSD
• Cascade support

ビデオサポート • Appliance - VGA
• Targets - VGA or DisplayPort

• Appliance - VGA
• Targets - VGA or DisplayPort

• Appliance - VGA
• Targets - VGA or DisplayPort

電源仕様
100-240V 50-60Hz AC 
5v, 10W max Internal 
Single IEC C14 male connector 
6 foot C14G power cable

100-240V 50-60Hz AC 
5v, 10W max Internal 
Single IEC C14 male connector 
6 foot C14G power cable

100-240V 50-60Hz AC 
5v, 10W max Internal 
Single IEC C14 male connector 
6 foot C14G power cable

環境仕様

• Operating: 32 to 122 degrees Fahrenheit (0 to 50 degrees Celsius)

• Non-operating: -22 to 158 degrees Fahrenheit (-30 to 70 degrees Celsius)

• Fanless

• Operating Humidity: 20% to 85%

• Non-operating Humidity: 5% to 95%

認証
UL, FCC Class A, cUL, ICES Class A, CE, EAC, VCCI Class A, KCC Class A, RCM, BSMI

保証 2 years

仕様

型番 内容

AV104-400
1x4 KVM switch with USB, push (touch) button switching, keystroke switching, cascade support, internal 
power supply

AV108-400
1x8 KVM switch with USB, w/OSD, push (touch) button switching, keystroke switching, cascade support, 
internal power supply

AV116-400
1x16 KVM switch with USB, w/OSD, push (touch) button switching, keystroke switching, cascade support, 
internal power supply

AV104BND4-400
1x4 KVM switch with USB, push (touch) button switching, keystroke switching, cascade support, internal 
power supply, includes 4 CBL0170 cables

AV108BND8-400
1x8 KVM switch with USB, w/OSD, push (touch) button switching, keystroke switching, cascade support, 
internal power supply, includes 8 CBL0170 cables

AV116BND4-400
1x16 KVM switch with USB, w/OSD, push (touch) button switching, keystroke switching, cascade support, 
internal power supply, includes 8 CBL0170 cables

ケーブル/アクセサリ
CBL0170 6-foot 26-pin to VGA target cable

CBL0171 12-foot 26-pin to VGA target cable

CBL0172 6-foot 26-pin to DP target cable

CBL0173 12-foot 26-pin to DP target cable

CBL0170-4 6-foot 26-pin to VGA 4-cable bundle

CBL0171-4 12-foot 26-pin to VGA 4-cable bundle

CBL0172-4 6-foot 26-pin to DP 4-cable bundle

CBL0173-4 12-foot 26-pin to DP 4-cable bundle

CBL0174 26-pin to VGA Cascade cable

RMK-94 1U/0U/desk mount kit




